LED Display 2015

Specification FS Series
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¢ Model FS04, FSO6, FS08, FS10, FS12, FS16, FS20
M Serles LED type SMD 3in 1
Brightness (calibrated)  Indoor: 2,000 nits / Qutdoor: 6,000 nits
IP rafing Indoor: IP30 / Outdoor: Front: IP65, Rear: IP54
24 :) EMC ¥=% P66 Processing depth 20 bit
e sl b e e T Lifespan 100,000 hours
Operating environment Temperature: indoor: -30°C —40°C /
* 45 4 - 3D outdoor: -30°C—50C ; Humidity: 10%—%90%RH
Model MO.7. M1, M1.2, M1.5, M1.7, M2, M2.2, M2.5, M2.8, M3, M3.5, M4, M4.8, M6, M6.8. F4 S .
M8, M10, M12, M16 eries
LED type SMD 3in 1
LED cabinet size (WxH) (mm) 480mmx480mm .
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Brightness (calibrated) Indoor: 1,200-2,000 nits / Outdoor: 6,000 nits v %
We|ghT 7-10 kgs Bit Cabzratior Low Enargy Class-8 Mon|
IP rating Indoor: IP30 / Outdoor: IP66 - A~ 4o
Processing depth 24 bit vEe 18] sda =
Wit View High Brightmess &l Efactie Ruga: Ready
Lifespan 100,000 hours
Operating environment Temperature: indoor: -30°C - 40°C / outdoor: -30°C - 50°C; Humidity: 10% - 90% RH Model FAP16, FAP20, FAP25, FAP3D
FAVS8, FAV10, FAV12, FAV16
LED type IR1G1B/2R1G1B
Brightness (calibrated) 6,500 nits
IP rafing Front: IP65, Rear: IP54
Processing depth 20 bit
Lifespan 100,000 hours
; Operating environment Temperature: -30°C—50°C; Humidity: 10%—90%RH
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LED type LED lamp
Brightness 6,000 nits Model LF1.2, LF].?, LF2, LF2.2, LF3.5, LF4.8, LF6
IP rating P65 LED type SMD 3in 1
Processing depth 16 bit Display area (mm) Indoor:1,200x2,400mm  Qutdoor:1,152x1,728mm
Lifespan 100,000 hours I Furniture Unit Size (mm) 1.319mm x 2,519mm x 115mm
Operating environment Temperature: -30°C—50°C ; Humidity: 10%—90%RH Brightness (calibrated)  Indoor: 1.500 nits  Outdoor: 5,500 nits
+ P rating Indoor: IP30  Outdoor:IP55
Processing depth 20 bit
Lifespan 100,000 hours

Operating environment Temperature: -30°C—45°C; Humidity: 10%—90%RH
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